
Shipboard Alarm Panel 
 

• Choose from 32, 64 or 96 Digital 
Alarms; add 8 or 16 Analog Alarms 

• Standard dual 24VDC inputs for  
redundant power. (120VAC Option) 

• Power source failure and ground 
fault detection alarms standard 

• Powers up to 4 individual 10" IP65 
Touch Panels.  Larger touch panel sizes 
available upon request. 

• Password protection (Chief vs Deckhand) 

• Event Log (10,000 entries) stored in  
permanent memory  

• Alarm Bypass (timer controlled)  
for routine maintenance 

• 20” x 24” x 8” Enclosure (32 digital 
or 32 digital + 8 analog) 

• 30” x 24” x 8” enclosure (all others) 

COST EFFECTIVE, USER FRIENDLY, & FULLY CUSTOMIZABLE 

REPLACEMENT FOR LEGACY ALARM PANELS 

ELMORE ELECTRIC | USELMORE.COM/HIGHLINER-ALARM | INFO@USELMORE.COM | PH +1.206.213.0111 

OPTIONS & PRICING 

32 DIGITAL ALARM POINT SYSTEM $ 8,975 

64 DIGITAL ALARM POINT SYSTEM $ 11,450 

96 DIGITAL ALARM POINT SYSTEM $ 14,100 

ADD 8 ANALOG ALARM POINTS $ 735 

ADD 16 ANALOG ALARM POINTS $ 1,115 

ADDITIONAL 10” TOUCH PANEL $ 965 each 

EASE OF USE 

USER INPUT TEXT DISPLAYED FOR EACH ALARM POINT 

DIGITAL ALARMS NORMALLY OPEN OR NORMALLY 

CLOSED; ANALOG UPPER & LOWER LIMIT SETTINGS 

ANALOG INPUTS: psi, kPa, Bar, %, RPM, Ft/sec, Ft/min, 

m/Sec, ltr/min, Gal/min, Knots, MPH, km/h, °F, °C 

SUPPORT FOR TWO INDEPENDENT OUTPUTS (i.e. HORN 

& STROBE) WITH CONSTANT OR PULSE SIGNALS 

ALARM INHIBITS FOR CREATING ALARM DEPENDENCIES 

(i.e. Use an Engine Run Signal to enable/disable low 

oil pressure alarms) 


